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NATURAL HEATING

PRODUCT INFORMATION m
® (astiron flue that is 360°-regulated allows ® Combustion chamber coated with a special concrete
to evacuate waste in any direction. that accumulates warmth, fire-resistant up to 1000°C.
® (rateless hearth allows the so-called afterburning on ash. ® Depth of device insert adapted to shallow casing.

® Decor glass included provides an attractive exposure of fire. @ Integrated 4-degree throttle regulates primary
® Selectable height control allows to adjust fireplace insert and secondary air transfer.
height to the installation spot.

LEFT STANDARD HORIZONTAL FIREPLACE INSERT HST68x43.L

Nominal power 9.3 kW
Thermal efficiency 78 %
CO emission (with 13% 0,) 0,957 g/m?3
Dust emission (with 13% O,) 0,033 g/m3
Exhaust temperature 237MC
Maximum log length 350 mm
Material boiler steel 4mm P265GH
Draft hood diameter 160 mm
Air intake diameter 125 mm
Recommended active field of exhaust grilles 630-720 cm?
Recommended active field of intake grilles 360-590 cm?
Size of fireplace glass 680x540x295 mm
Weight 180 kg
Fuel type 12-20% humidity seasoned hardwood (beech, birch, hornbeam)
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Hitze Ltd. tel. +48 48380 18 98 NIP 9482603545

www.hitze.company Gdynska 32 Street . REGON 361379132

email: export@hitze.company
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