
PRODUCT INFORMATION

Hitze Ltd.
Gdyńska 32 Street
26-600 Radom, POLAND

tel. +48 48 380 18 98
email: export@hitze.companywww.hitze.company

NIP 9482603545
REGON 361379132
KRS 0000555859

TECHNICAL CARD

Body made of 3mm thick boiler steel P265GH grade, whereas 
water jacket of 4mm thickness.
Max. working pressure of water in the system: 2 bars.
Max. water temperature in the system: 95˚C.

Combustion chamber coasted with a special concrete(akubet).
Ability to work in open and closed system.
Recommended fuel type: <20% humidity seasoned hardwood 
(beech, birch, hornbeam). 

FIREPLACE INSERT ALAQS68x43.S

Nominal power 16,9 kW

Heating load range 12-22 kW

Water cycle heating power 7,2 kW

Heating power relased to the room 9,7 kW

Thermal efficiency 84 %

CO emission (by 13% O2) 0,641 g/m3

Dust emission (by 13% O2) 0,015g/m3

Combustion gas temperature 240 ˚C

Active field of outlet grilles 700-800 mm2

Active field if inlet grilles 400-650 mm2

Maksimum log lenght 350 mm

Flue diameter 200 mm

Air intake diameter 125 mm

Weight 192 kg

Water jacket capacity 45 l

STANDARD FIREPLACE INSERT ALBERO AQUASYSTEM ALAQS68x43.S
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